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Specifications 

Specifications are subject to change without notice.

	 7200 Series	��������������������������������������������	2 (positive-negative), 175 watts each (primary and 
redundant)Enclosure without boards: 34 watts 
Enclosure fully loaded with 9 singlemode boards:  
88 watts 
Enclosure fully loaded with 9 multimode boards:  
79 watts 
Enclosure fully loaded with 9 SDI/HD-SDI boards:  
119.5 watts Each singlemode board: 6 watts 
Each multimode board: 5 watts 
Each SDI/HD-SDI board: 9.5 watts

	 14400 Series	������������������������������������������	2 (positive-negative), 100 VAC to 240 VAC, 50-60 Hz; 
internal, 400 watts eachEnclosure without boards: 50 
watts 
Enclosure fully loaded with 9 singlemode boards:  
167 watts 
Enclosure fully loaded with 9 multimode boards:  
149 watts 
Each singlemode board: 13 watts 
Each multimode board: 11 watts 
*A redundant pow

	 320x Series	��������������������������������������������	4 (positive-negative), 400 watts eachEnclosure without 
boards: 120 watts 
Enclosure fully loaded with 20 singlemode boards: 
380 watts 
Enclosure fully loaded with 20 multimode boards:  
340 watts 
Each singlemode board: 13 watts 
Each multimode board: 11 watts 
*A redundant power supply is standard.

	 SMX 200 Series with SMX 88 FOX 4G	������	One SM board: 9 watts
One MM board: 8 watts

	 SMX 200 Series with SMX 1616 FOX 4G	��	One SM board: 13 watts at 115 VAC, 60 Hz and 240 
VAC, 50 Hz 
One MM board: 12 watts at 115 VAC, 60 Hz and 240 
VAC, 50 Hz

Temperature/humidity	������������������������������	Storage: -40 to +158 ˚F (-40 to +70 ˚C) / 10% to 90%, 
noncondensing 
Operating: +32 to +122 ˚F (0 to +50 ˚C) / 10% to 90%, 
noncondensing

Cooling	������������������������������������������������������	Fan, right to left (as viewed from front panel)
Thermal dissipation, full load
	 3200 Series
	 115 VAC, 60 Hz	��������������������������������������	Dual power supplies: 228.6 BTU/hr
	 240 VAC, 50 Hz	��������������������������������������	Dual power supplies: 232.0 BTU/hr
	 7200 Series
	   115 VAC, 60 Hz	������������������������������������	Dual power supplies: 407.8 BTU/hr
	 240 VAC, 50 Hz	��������������������������������������	Dual power supplies: 411.1 BTU/hr
	   14400 Series
	   115 VAC, 60 Hz	������������������������������������	Dual power supplies: 569.8 BTU/hr
	 240 VAC, 50 Hz	��������������������������������������	Dual power supplies: 573.2 BTU/hr
	 320x Series
	 115 VAC, 60 Hz	��������������������������������������	4 power supplies: 1296.6 BTU/hr
	 240 VAC, 50 Hz	��������������������������������������	Dual power supplies: 1301.7 BTU/hr
Mounting
	 Rack mount	��������������������������������������������	Yes
Enclosure type	������������������������������������������	Metal
Enclosure dimensions
	 3200 Series	��������������������������������������������	7.0" H x 17.0" W x 12" D (4U high, full rack wide)

(17.8 cm H x 43.2 cm W x 30.5 cm D) 
(Depth excludes connectors and buttons. Width 
excludes integrated rack ears.)

	 7200 Series	��������������������������������������������	14.0" H x 17.0" W x 12" D (8U high, full rack wide)
(35.6 cm H x 43.2 cm W x 30.5 cm D) 
(Depth excludes connectors and buttons. Width 
excludes integrated rack ears.)

	 14400 Series	������������������������������������������	14.0" H x 17.0" W x 12.25" D (8U high, full rack wide)
(35.6 cm H x 43.1 cm W x 31.1 cm D) 
(Depth excludes connectors and handles.  Width 
excludes rack ears.)

	 320x Series	��������������������������������������������	29.75" H x 19.0" W x 12.25" D (17U high, full rack 
wide) 
(75.6 cm H x 48.3 cm W x 31.1 cm D) 
(Depth excludes connectors and handles.  Width 
excludes rack ears.)

Product weight (fully loaded)
	 3200 Series	��������������������������������������������	34.5 lbs (15.6 kg)
	 7200 Series	��������������������������������������������	61.1 lbs (27.7 kg)
	 14400 Series	������������������������������������������	69.1 lbs (31.3 kg)
	 320x Series	��������������������������������������������	113 lbs (51.3 kg)
Shipping weight
	 3200 Series	��������������������������������������������	41 lbs (19 kg)
	 7200 Series	��������������������������������������������	68 lbs (31 kg)
	 14400 Series	������������������������������������������	75 lbs (34 kg)
	 320x Series	��������������������������������������������	123 lbs (56 kg)
	 SMX 88 FOX 4G	��������������������������������������	2 lbs (1 kg)
	 SMX 1616 FOX 4G	����������������������������������	3 lbs (2 kg)
Vibration	���������������������������������������������������	ISTA 1A in carton (International Safe Transit Association)
Regulatory compliance
	 Safety	�����������������������������������������������������	CE, c-UL, UL
	 EMI/EMC	������������������������������������������������	CE, C-tick, FCC Class A, ICES, VCCI
MTBF	��������������������������������������������������������	30,000 hours
Warranty	���������������������������������������������������	3 years parts and labor
NOTE: All nominal levels are at ±10%.
NOTE: Specifications are subject to change without notice.
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Extron Matrix 1K switchers offer very large scale routing capability to handle the 
largest, most complex venues.

Extron Matrix 1K switchers can be custom designed in sizes from 128x128 up to 1000x1000 and beyond.

When it comes to large-scale matrix switching solutions for fiber optic, 

digital, or analog signal routing applications, Extron has you covered. 

Through the Matrix 1K Program, you can create custom, scalable 

matrix switchers in all common signal types with I/O sizes up to 

1000x1000 and beyond. Extron Matrix 1K switchers are designed and 

engineered to your specific project requirements. Matrix 1K digital and 

fiber optic matrix switchers start at 320x320, while Matrix 1K analog 

matrix switchers start at 128x128. Regardless of the size you need, 

Extron Matrix 1K switchers work with the same ease of control and 

day in, day out reliability you’ve come to expect from Extron. To begin 

the process of configuring your Extron Matrix 1K switcher, contact your 

local Extron Customer Support Representative. An Extron Applications 

Engineer will be assigned to your project and will work with you to 

ensure your complete satisfaction.
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Extron provides proactive, on-site product commissioning with every 

Matrix 1K purchase. Matrix 1K commissioning provides you with an 

extra level of service, ensuring that the 

system you design and install meets your 

expectations and those of your client.

Extron Matrix 1K


