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APPLICATIONS

The DMP 128 Plus is ideal for meeting the different functional requirements for audio in a courtroom. The automixer is a particularly beneficial 

feature in courtroom proceedings, automatically managing microphone levels to maintain proper system gain before feedback and ensuring 

everything is clearly heard, whether one person or multiple people are speaking. The automixer features a “chairman mode” which can gate 

off all mics whenever the judge is addressing the courtroom. The DMP 128 Plus includes eight outputs for sound reinforcement as well as an 

audio recorder and ALS - assistive listening system. Presets can be created with specific mics shut off, outputs to the audio recorder muted, 

or other functions or settings to support situations such as sidebar discussions between counsel and the judge.

Courtroom
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In this classroom application, a single DMP 128 Plus C unit and one DTP CrossPoint 84 4K IPCP MA 70 handle the lectern 

microphone, the wireless microphone and the 8 student microphones.  Program audio from the various sources are routed from the 

DTP CrossPoint 84 4K IPCP MA 70 to the DMP 128 Plus C unit through the Extron DMP Expansion bus.  Ceiling speakers are powered from 

the amplifier included in the DTP CrossPoint 84 4K IPCP MA 70.
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AUDIO SYSTEM

Gain		 Unbalanced output: -6 dB; balanced output: 0 dB
Frequency response		 20 Hz to 20 kHz, ±0.2 dB
THD + Noise		 <0.01%, 20 Hz to 20 kHz, at maximum level
S/N
Analog In to Analog Out		 >107 dB, 20 Hz to 20 kHz, at maximum balanced output, 

unweighted
Analog In to Digital Out		 110 dB, 20 Hz to 20kHz, at maximum balanced output, 

unweighted
Digital In to Analog Out		 115 dB, 20 Hz to 20kHz, at maximum balanced output, 

unweighted
Crosstalk		 <-90 dB @ 20 Hz to 20 kHz, fully loaded

AUDIO INPUT

Number/signal type		 12 mono, mic/line, balanced/unbalanced, 8 with phantom 
power, 4 without phantom power

Connectors		 (8) 3.5 mm captive screw connectors, 3 pole mono, 
balanced/unbalanced (with phantom power) 
(2) 3.5 mm captive screw connectors, 6 pole, mono, 
balanced/unbalanced (without phantom power)

Impedance		 >10k ohms unbalanced/balanced
Nominal level		 -60 dBV, +4 dBu, -10 dBV adjustable via input gain
Maximum level		 +21 dBu at rated THD+N when mic gain is set to 0 dB
DC phantom power		 +48 VDC, +10% (inputs 1-8) can be switched on or off 

per input

AUDIO OUTPUT

Number/signal type		 8 mono (or 4 stereo), line, balanced/unbalanced
Connectors		 (4) 3.5 mm captive screw connectors, 6 pole
Impedance		 50 ohms unbalanced, 100 ohms balanced
Maximum level (Hi-Z)		 >+21 dBu balanced, >+15 dBu unbalanced

AUDIO PROCESSING

A/D, D/A conversion		 24 bit, 48 kHz sampling
AEC tail length		 >200 msec
AEC convergence		 up to 60 dB/sec
Noise cancellation		 up to 20dB, software selectable

EXP PORT

Connectors		 1 RJ-45 connector
Inputs		 16 channels Rx
Outputs		 16 channels Tx
Audio format		 24 bit, 48 kHz sampling, uncompressed
EXP cable		 Shielded CAT6 up to 10 meters (1 foot cable included)

USB AUDIO PORT

Connectivity		 1 rear panel female mini USB connector
Protocol		 USB 2.0, high speed

AT PORTS (DMP 128 PLUS AT MODELS ONLY) — AUDIO TRANSPORT

Transmission type		 Dante/AES-67, software selectable
Connectors		 4 RJ-45 connectors, 4-port 1 Gbps switch to Dante 

interface
Inputs		 48 channels Rx
Outputs		 24 channels Tx

VOIP PORT (DMP 128 PLUS V MODELS ONLY)

Host port		 1 RJ-45 female connector
Data rate		 10/100/1000 Base-T

Signaling protocol		 Session Initiation Protocol (SIP), RFC 3261 and related 
RFCs

Discovery protocol		 LLDP-MED (optional)
Lines		 Up to 8 concurrent, independent extensions
Codec support		 Various ITU, including wideband
VoIP default settings		 Link speed and duplex level = autodetected 

IP address = 192.168.1.254 
Subnet mask = 255.255.255.0 
Default gateway = 0.0.0.0 
DHCP = off

CONTROL/REMOTE

Serial host control port		 1 bidirectional RS-232, 3.5 mm captive screw connector, 
3 pole

USB control ports		 1 front panel female mini USB B
ACP control ports		 1 = +12V, 2 = +S, 3 = -S, 4 = G
Digital I/O		 (8) 3.5 mm captive screw connectors, 4 pole 

1 = In, 2 = G, 3 = Out 1, 4 = Out 2 
Input voltage range = 0V to +12V 
Output voltage = 0V (low), 5V (high) 
Software programmable

Ethernet host port		 1 RJ-45 female connector
Ethernet protocol		 ARP, ICMP, IP, TCP, DHCP, HTTPS, Telnet, SSH
Web server		 Up to 200 simultaneous sessions
Program control		 Extron control/configuration program for Windows® 

Extron Simple Instruction Set (SIS™) 
Microsoft® Internet Explorer®, Telnet

GENERAL

Power		 Internal 
Input: 100-240 VAC, 50-60 Hz 
Consumption: 29.4 watts

Mounting
Rack mount		 Yes, with included brackets
Furniture mount		 Yes, with optional under-desk mounting kit
Enclosure dimensions		 1.7" H x 17.4" W x 9.5" D (1U high, full rack wide) 

(4.3 cm H x 44.2 cm W x 24.1 cm D) 
(Depth excludes connectors.)

Product weight		 4.5 lbs
Regulatory compliance
Safety		 CE, c-UL, UL
EMI/EMC		 CE, C-Tick, FCC Class A, ICES, VCCI
Environmental		 Complies with the appropriate requirements of RoHS, 

WEEE
Warranty		 3 years parts and labor
NOTE: All nominal levels are at ±10%.

Model	 Version Description	 Part number
DMP 128 Plus	 12x8 ProDSP Processor	 60-1511-01
DMP 128 Plus AT	 12x8 ProDSP Processor w/Dante	 60-1511-10
DMP 128 Plus C	 12x8 ProDSP Processor w/AEC	 60-1512-01
DMP 128 Plus C AT	 12x8 ProDSP Processor w/AEC, and Dante	 60-1512-10
DMP 128 Plus C V	 12x8 ProDSP Processor w/AEC, and VoIP	 60-1513-01
DMP 128 Plus C V AT	 12x8 ProDSP Processor w/AEC, VoIP and Dante	 60-1513-10

For complete specifications, please go to www.extron.com
Specifications are subject to change without notice.
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